
AC-1A-MD-3/8

	; Seal-less Magnetic drive Submersible pump

	; Up to 9l/min flow

	; Up to 1m head

	; Available in 115v and 230v

	; Extensively used in chemical transfer, 
photographic processing equipment, refrigeration 
systems, and water displays

MAGNETICALLY DRIVEN, SINGLE-STAGE CENTRIFUGAL

Front Cover:
O Ring:
Shaft:
Thrust Washer:
Impeller/Magnet: 
Rear Housing:

Polypropylene
Buna N
Stainless Steel
Teflon
Polypropylene
Polypropylene

WETTED MATERIALS

Temp:
Pressure:
Inlet:
Outlet

Max 87°C
3.4 Bar (System)
1/2” OD
1/2” OD
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SPECIFICATIONPERFORMANCE
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ALL DIMENSIONS GIVEN ARE IN INCHES

DIMENSIONS

PARTS LIST

REF DESCRIPTION CODE REF DESCRIPTION CODE
1 Screw 0115-062-10 9 Pump Housing 0115-057-10

2 Front Cover 0115-058-10 10 N/A N/A

3 N/A N/A 11 N/A N/A

4 N/A N/A 12 Screw (Option) 0455-038-10

5 O Ring 0115-018-10 13 Base (Option) 0115-081-10

6 Impeller 0115-119-10 14 Washer (Option) 0455-037-10

7 Shaft 0115-032-10 15 Nut (Option) 0455-043-10

8 Thrust Washer 0155-033-10 16 Motor 0858-013-01


