
MAGNETICALLY DRIVEN, SINGLE-STAGE CENTRIFUGAL

PS-F RANGE 

	; Available with hose or threaded connections

	; Compact

	; Available in PP, PVDF (PS-K), & PTFE (PS-F)

	; Integrated Motor (110v, 230v, or 400V)

MAGNETICALLY DRIVEN, SINGLE-STAGE CENTRIFUGAL

March May Ltd, Howard Road, Eaton Socon, St. Neots, Cambridgeshire, PE19 8NZ, UK

Tel: +44 (0) 1480 214444   Fax: +44 (0) 1480 405336   E-mail: sales@marchmay.co.uk   Website: www.marchmay.co.uk

PERFORMANCE

MODEL W H L

NH-125PS-F 120 134.5 255

NH-150PS-F 120 164 300

NH-200PS-F 156 165 355

NH-200PS-Z-F 156 165 355

NH-250PS-F 156 165 365

NH300PS-F 156 175 385

MODEL a b c d e f g
NH-125PS-F 43 62 175 89 60 50 26

NH-150PS-F 40 64 199 100 66 70 44

NH-200PS-F 70 100 205 110 66 70 44

NH-200PS-Z-F 70 100 205 110 66 70 44

NH-250PS-F 70 100 195 110 66 70 44

NH300PS-F 80 110 200 140 75 55 59

DIMENSIONS


