PX-D RANGE 7

MAGNETICALLY DRIVEN, SINGLE-STAGE CENTRIFUGAL . -

M Small capacity pump

M Available with hose or threaded connections
M Used in a wide variety of applications

M Available in PP, PVDF (PX-N), & ETFE (PX-F)

MODEL IDENTIFICATION

NH -30PX-D-N-H

(2) (3) (4)
POS DESCRIPTION CODE
1 MODEL 5PX, 10PX, 30PX ETC.
2  SUPPLY VOLTAGE D - 24VDC
3 MATERIAL BLANK = PPG, N = PVDF, F = ETFE
]  CONNECTION H = HOSE, T = THREADED
DIMENSIONS

92
RicvER o

ey

MR e
30
97.5

a

6

W“"““' March May Ltd, Howard Road, Eaton Socon, St. Neots, Cambridgeshire, PE19 8NZ, UK
el: + ax: + -mail: sales@marchmay.co.u ebsite: www.marchmay.co.u
.0 Tel: +44 (0) 1480 214444 F 44 (0) 1480 405336 E il: sal h k Websi h k



PX-D RANGE

MARCH MAY

MAGNETICALLY DRIVEN, SINGLE-STAGE CENTRIFUGAL

DIMENSIONS
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