
SP-TE-7P-MD-AM
	; Seal-less Magnetic drive pump

	; Up to 151l/min flow

	; Up to 19.8m head

	; Air motor (Max Air Pressure: 95PSI / 6.5 Bar)

	; Capable of a maximum suction lift of 3.6m 

	; Encapsulated Magnet for increase chemical 
compatibility

	; Extensively used in chemical recirculation, chemical 
transfer, scrubber systems, non ported tanks, and 
siphon feed tanks

MAGNETICALLY DRIVEN, SELF-PRIMING CENTRIFUGAL

Front Cover:
O Ring:
Shaft:
Thrust Washer:
Impeller: 
Rear Housing:

PP
Viton
Ceramic
Ceramic
PP 
PP

WETTED MATERIALS

Temp:
Pressure:
Inlet:
Outlet

Max 82°C
2.7 Bar (System)
1 1/2” MPT
1” MPT

FEATURES

95 PSI OF AIR

PSI CFM CURVE RPM
95 32 1 3000 RPM 

AT 
MAX 
GPM 

75 22 2 2750

45 12 3 2150

25 6 4 1475
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SPECIFICATIONPERFORMANCE



SP-TE-7P-MD-AM
MAGNETICALLY DRIVEN, SINGLE-STAGE CENTRIFUGAL

REF DESCRIPTION CODE REF DESCRIPTION CODE
1 Housing Container 0155-177-10 11 Pump Housing 0155-176-01

2 Drain & Filler Cap 0155-182-10 12 Screw 0155-017-10

3 O Ring 0155-179-10 13 Screw 0155-335-10

4 V Retainer Clamp 0155-183-10 14 Washer 0155-019-10

5 Front Housing 0155-175-10 15 Motor Bracket 0155-178-10

6 O Ring 0155-180-10 16 Drive Magnet 0155-130-02

7 Thrust Washer 0155-009-10 17 Air Motor 0155-257-10

8 Shaft 0155-039-10 18 Motor Support Bracket 0155-260-00

9 Impeller 0155-159-02 19 Nut 0155-334-10

10 O Ring 0155-181-10
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